
Straight Tubes
Seamless drawn copper tubes according to: 
DIN EN 12449, ASTM B280, BS EN 1057, and JIS 
H33UU (C1220)

Dimensions
OD: 4mm - 89mm
Wall Thickness: 1mm - 2mm
Length: 6m
Larger sizes available upon request, up to 419mm.

Tube O.D. 
(mm)

Wall Thickness
(mm)

Weight
(kg/m)

Item 
Number

4 1.0 0.08 TC-04X1.0
6 1.0 0.14 TC-06X1.0
8 1.0 0.20 TC-08X1.0

10 1.0 0.25 TC-10X1.0

12
1.0 0.31 TC-12X1.0
1.5 0.47 TC-12X1.5

14 1.5 0.52 TC-14X1.5

15
1.0 0.39 TC-15X1.0
1.5 0.55 TC-15X1.5

16 1.5 0.63 TC-16X1.5

18
1.5 0.69 TC-18X1.5
2.0 0.89 TC-18X2.0

20 2.0 1.06 TC-20X2.0

22
1.5 0.84 TC-22X1.5
2.0 1.12 TC-22X2.0

25 2.0 1.26 TC-25X2.0

28
1.5 1.09 TC-28X1.5
2.0 1.42 TC-28X2.0

30 2.0 1.53 TC-30X2.0

35
1.5 1.37 TC-35X1.5
2.0 1.84 TC-35X2.0

42
1.5 1.70 TC-42X1.5
2.0 2.19 TC-42X2.0

54 2.0 2.84 TC-54X2.0
76 2.0 4.04 TC-76X2.0
89 2.0 4.75 TC-89X2.0

Tube O.D. 
(mm)

Wall Thickness
(mm)

Weight
(kg/m)

Item 
Number

4 0.6 0.08 TC400-004B

6 0.8 0.14 TC400-006B

8 0.8 0.20 TC400-008A

10 0.8 0.25 TC400-010A

12 0.8 0.31 TC400-012A

14 1.0 0.47 TC400-014A

15 1.0 0.52 TC400-015A

16 1.0 0.63 TC400-016A

18 1.0 1.06 TC400-018A

Metric Copper Tubing
for General Plumbing and Steam Piping
DIN EN 12449, ASTM B280

Soft Pancake Coils
Seamless drawn copper tubes according to: 
DIN EN 12449, ASTM B280, BS EN 1057, and JIS 
H33UU (C1220)

Dimensions
OD: 4mm - 18mm
Wall Thickness: 0.6mm - 2mm
Length: 6m
Larger sizes available upon request, up to 28mm.




